
PowerfarmPowerfarm
90 - 100 - 110 HC SYNCHRO SHUTTLE  



POWERFARM 90HC
SYNCHRO
SHUTTLE

POWERFARM 100HC
SYNCHRO
SHUTTLE

POWERFARM 110HC
SYNCHRO
SHUTTLE

ENgiNE 
Perkins Tier 3 direcT-injecTion engine 1104D-44T 1104D-44TA 1104D-44TA
max. Power (iso) HP/kw 83/61 92,5/68 102/75
raTed sPeed  rPm 2200 2200 2200
max. Torque  nm 352 363 416
max. Torque sPeed  rPm 1400 1400 1400
bore/sTroke  mm 105/127 105/127 105/127
disPlacemenT / nr. of cylinders cm3 4400/4 TURBO 4400/4 TURBO AFTERCOOLER 4400/4 TURBO AFTERCOOLER
comPression raTio 18,2:1 18,2:1 18,2:1
waTer cooling   
air filTer   
fuel Tank caPaciTy sTd+oPT lT 102 102 102

CLUTCH
indePendenT dry dual cluTcH  in. 11 12 12
mecHanically oPeraTed   
mulTi-disc weT cluTcH – – –
decluTcH conTrol: buTTon-oPeraTed cluTc – – –

TRaNSmiSSiON
mecH. rev. sHuTTle+sPeed four: 12fwd + 12rev (30 km/H)   
mecH. rev. sHuTTle+sPeed four+creePer: 24fwd+12rev (30 km/H)   
mecH. rev. sHuTTle+sPeed four+underdrive: 24fwd+12rev (30 km/H)   
Hydr.rev.sHuTTle+sPeed four+Power four 24fwd+12rev (30 km/H) – – –
Hydr.rev.sHuTTle+sPeed four+Power four +creePer 32fwd+16rev (30 km/H) – – –
reverse Power sHuTTle under load – – –
elecTroHydraulic rear differenTial lock (only 2wd)   

POwER TakE-Off
mecHanical engagemenT   
oil-immersed mulTi-disk – – –
elecTroHydraulic engagemenT – – –
2 sPeeds 540/750 rPm   
2 sPeeds 540/1000 rPm   
1”3/8 (34,9 mm) PTo sHafT wiTH 6 sPlines   
ground sPeed PTo   
neT PTo Power (iso)  HP/kw 70,5/52 79/58  86,5/63,5

4wD fRONT axLE
mecHanical 4wd engagemenT   
elecTroHydraulic 4wd engagemenT – – –
max. sTeering angle 55 55 55
Twin-lock elecTroHydraulic diff-locks    

BRakES
HydrosTaTic conTrol   
oil-immersed graPHiTe-coaTed rear brakes  10 DisCs  10 DisCs 10 DisCs

HYDRaULiC POwER LifT
drafT, PosiTion, inTermix and floaTing conTrol funcTions   
mecHanically oPeraTed   
sTd lifTing caPaciTy  kg 2600 2600 2600
lifTing caPaciTy wiTH 2 auxiliary cylinders kg 3700  3700  3700 
max. oPeraTing Pressure  bar 180 180 180
Hydraulic flow @ remoTe  lT/min 52.3 52.3 52.3
ToTal Hydraulic flow  lT/min 82.2 82.2 82.2
caT 2 THree-PoinT linkage   
sTd auxiliary valves 2 2 2

CaB aNDDRiviNg SEaT
Powerfarm cab / auTo-radio fiTTing faciliTies   
air-condiTioning   
mecHanically susPended seaT   
PneumaTically susPended seaT   
analog. insTrum.   
susPenTed  PlaTform   

DimENSiONS aND wEigHTS (iN RUNNiNg ORDER)
fronT Tyres 9.5R48 9.5R48 9.5R48
rear Tyres 9.5R48 9.5R48 9.5R48
lengTH (wiTH ballasT)  mm 4127 4127 4127
wHeelbase 2wd/4wd  mm 2255/2230 2255/2230 2255/2230
HeigHT over Hood mm 1940 1940 1940
HeigHT To sTeering wHeel  mm 2070 2070 2070
ground clearance 4wd mm 684 684 684
HeigHT To roPs mm 2820 2820 2820
HeigHT over cab mm 2730 2730 2730
min. widTH mm 1670 1670 1670
weigHT (wiTHouT ballasT) 4wd +(150 kg cab)  kg 3460 3460 3500

TRaCkS
fronT Track adjusTmenT 4wd mm 1851-2307 1851-2307 1851-2307
rear Track adjusTmenT  mm 1382-1938 1382-1938 1382-1938

OPTiONaL TYRES
fronT 2wd 7.50-16 7.50-16 7.50-16
rear 2wd 13.6-38 13.6-38 13.6-38
fronT 2wd 7.50-20 7.50-20 7.50-20
rear 2wd 14.9-38 14.9-38 14.9-38
fronT 2wd 7.50-20 7.50-20 7.50-20
rear 2wd 380/80-38 380/80-38 380/80-38
fronT 4wd 13.6-38 13.6-38 13.6-38
rear 4wd 13.6-38 13.6-38 13.6-38

OPTiONaL EqUiPmENT
7 fronT weigHTs 36 kg eacH   
2 rear weigHTs 60 kg eacH   
Hydraulic Trailer brakes   

Landini is a trademark of Argo Tractors S.p.A.
via G. Matteotti, 7 | 42042 Fabbrico [RE] Italia
t. +39.0522.656.111 | f. +39.0522.656.476
webmaster@argotractors.com
www.argotractors.com
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Key:  standard   option   – not available 


